Low Speed: 115 VAC, 1 phase, 60 Hz, synchronous speed motor.  Current required at maximum frame rate: surge 40 amps; running 20 amps.

Note: Film must be wound onto balanced film core prior to use in this camera.  Please consult the Rental Department concerning this matter

35MM-4B/C EXPOSURE CALCULATIONS – 72 DEGREE SHUTTER

Frame Rate
X Speed
Exposure Time
Stop Comp. From 1/50
Stop Comp W/B. Splitter
Run Time/1000’

125
5.2
1/625
3.6
4.1
2.13 MIN

250
10.4
1/1250
4.6
5.1
1.06 MIN

375
15.6
1/1875
5.2
5.7
42 SEC

500
20.8
1/2500
5.6
6.1
32 SEC

625
26
1/3125
6
6.5
25.6 SEC

750
31.2
1/3750
6.2
6.7
21 SEC

1000
41.6
1/5000
6.6
7.1
16 SEC

1250
52.8
1/6250
7
7.5
12.8 SEC

1500
62.5
1/7500
7.2
7.7
10.6 SEC

2000
83.3
1/10000
7.6
8.1
8 SEC

2500
104.1
1/12500
8
8.5
6.4 SEC

LENSES AVAILABLE FOR B/C CAMERA
35mm T3.5
45mm T2.8

55mm T2.8

75mm T2.8

25-250 Cooke

SPECIALTY  ITEMS
SUPERSCOPE / SUPERSNORKEL  T5.8 Lens for 4ER or 4B/C Cameras Lenses available:

8mm, 10mm, 15mm, 25mm, 32mm, 40mm, & 60mm

(2) Watertight Housings 

“ To inquire additional information on the specialty items please call”
